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Datasheet

Certification

DEEE

Certification

IP IP24

 Key Features

Product Description

The range of emergency door releases (EDR’s) 
from CDVI provide a physical method of 
unlocking an electronic lock in the event of an 
emergency.

They are generally fitted where there is no 
manual method to permanently release fail 
safe locks by removing the power when the 
EDR is activated.

The EM201 is resettable. Pressing the front 
causes the plate to drop, triggering the micro 
switch. The plate remains dropped until it is 
reset by means of a key. 

The EM200 can only be reset by replacing the 
plexi-glass once used.

• Double-pole emergency door release

• Resettable and breakglass version

• UK back-box format

• Replacement glass (EM200-SPAREGLASS) 
and protective cover available (MX-03)

• Essential for fire safety and mass egress 
zones

• For internal use only

EM20X - Double-pole emergency door release

EM200

EM201

https://www.cdvi.co.uk/our-products/em200-spareglass/
https://www.cdvi.co.uk/catalogue/exit-buttons-devices/mx-03
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Product Specifications
Mounting: Surface
Contacts: 2 x NO/COM/NC
Outputs: 2 changeover relays,  

volt-free
Weight: 0.15kg

Electrical Specifications

Power input: 30A (max)
Consumption: 2A

Accessories

MX-03
Protective cover for EM201

Range References
E0900000097 EM200 Double-pole breakglass emergency door release
E0900000099 EM201 Double-pole resettable emergency door release
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EM200-SPAREGLASS
Spare plexi-glass for EM200


