
RACKMOUNT PSU

Dynamic CCTVLtd

Individual LED indicator

Auto Reset PTC 

Fuse for each Output

Supply Current

Input Voltage

HAY-RMPSU812-8A/1U HAY-RMPSU1612-16A/1U

AC200-240V/50/60Hz 
Rated 3amp main fuse

16 Amps8 Amps

16 × 12VDC 

AC100-240V/50/60Hz 
Rated 3amp main fuse

ü

Outputs 8 × 12VDC

Voltage & Current Output 
LCD

Mains ON/OFF switch

Surge Protected

Regulated & Filtered

Mains Lead

Operating Temperature 
Storage Temperature 

Operating Relative 
Humidity 

Case Type

Weight

Dimensions  (W×H×D)

ü

ü

ü

ü

ü
1.5M

-10°C to 40°C
-20°C to +50°C

Up to 95% non condensing

19" 1U rack mount metal box,
black powder coated

2.8kgs

48 × 4.6 × 19cm

ü

ü

ü

ü

ü

ü
1.5M

-10°C to 50°C
-20°C to +85°C

Up to 90% non condensing

19" 1U rack mount metal box,
black powder coated

3.0kgs

48 × 4.6 × 19cm

×× ×

×× ×

8CH

16CH


