
Voltage

220-240V 

IP Rating

IK08

Protection

SKU:  T414

EAN:  5060774550984

3W TWIN EMERGENCY 
NON-MAINTAINED OUTDOOR 
IP65 LED SPOT LIGHT 6000K

Suitable for 

general industrial use, 

0°C - +40°C 



 Dimensions Diagram 
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Model                                                         YGTW7A-NTC05-65

Input Voltage                                            220-240V AC

Power Consumption (W)                      3W

Light output L100 (lm)                           380

CCT L100 (K)                                            6500K

Power factor(PF)                                     <0.5

Protection Class                                      Class II

CRI L100                                                   >80

IK Rating                                                  08

IP Rating                                                   Ip65

Dimension (mm)                                     290*300*46.5

Product Features

• Injection moulded PC body

• Polycarbonate heads, including lens 

• NiCd cells secured with fixing straps 

• Suitable for mounting in any orientation

• Heads can be rotated & tilted

• Piano key terminal block for  ease of 

installation 

• 3-hour Non-Maintained

• 2 x 1.5W/2. 5W body & heads for use from 0℃ to 

40℃ 

• 450lm total lumen output 

• S e l f - Te s t i n g  co m p l i a n t  w i t h  B S 5 2 6 6 

comprising of a monthly functional test & an 

annual  3-hour duration test - LED indicators & 

audible buzzer to advise on any failure status 

and an annual 3-hour test

• APPLICATIONS - Suitable for general 

industrial use, 0°C - +40°C 

• Options -Self testing Version is available



Thank you for choosing ENER-J!

Customer satisfaction is our TOP priority, please let us know how you felt about your experience. Happy? We are so 

happy that you are pleased with our product. Feel f ree to express your newfound joy! Share your experience by writing 

a review.

Not Happy? If you are not fully satisfied with the item you received, have any problems like damages, or questions, 

please contact us. We typically respond within 24-48 hours.

Stuck? Confused?

Contact our Technical Support team on:

T: +44 (0)2921 252 473   |   E: support@ener-j.co.uk

Lines are open Mon - Fri (8am to 4pm)
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