
SKU Code: T519(6000K), T520 (4000K), T521 (3000K)

10W A60 GLS 
LED LIGHT 
BULB E27
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CAP/FITTING E27

COLOUR/FINISH 6000K/4000K/3000K

LIGHT OUTPUT 900 Lumens

LENGTH 112mm

DIAMETER 60mm

LIFE 20000 hours

VOLTAGE 170-245V

WATTAGE 10W

FINISH OPAL

Technical Specifications

Our superior quality Edison Screw LED Lightbulb works for 20,000 
hours life, 80% saving on electricity and guaranteed for 2 years. 
Equivalent to a 60w household lightbulb, this offers great value for 
money.
The SMD2835 light source is capable of producing a brightness of 
900 lumens. Made from high quality PC and aluminium, this A60 E27 
10W LED Bulb has CE, RoHS and LVD certifications. The light it emits 
is scattered over a 270º angle. Also, the frosted diffuser reduces the 
glare to a minimum.

*Packing 100pcs per box

www.ener-j.co.uk | E : support@ener-j.co.uk | T: +44 (0)1291 446 105



6

Stuck? Confused?

Contact our Technical Support team on:
T: +44 (0)1291 446 105  E: support@ener-j.co.uk
Lines are open Mon - Fri (8am to 4pm)

Thank you for choosing ENER-J!

Customer satisfaction is our TOP priority, please let us know how you felt about your experience. Happy? We are so 
happy that you are pleased with our product. Feel f ree to express your newfound joy! Share your experience by writing 
a review.

Not Happy? If you are not fully satisfied with the item you received, have any problems like damages, or questions, 
please contact us. We typically respond within 24-48 hours.

Warning

This product should be installed or maintained by trained electricians.•
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Check integrality of the products when unpack the package and make sure there are no any damages, otherwise please call 
distributors for replacement. 

The distance between the light fixture and any flammable materials must be more than 20cm. The distance between the upper part 
of the installed light fixture and the ceiling must not be less than 2cm.The light fixture must not be installed into ceilings or
walls that contain heat-insulating material.

Please make sure to cut off power supply before installation, replacement or removal.

Please read manual carefully and wire correctly.

Do not remove the stickers on drivers or light fixtures

Never leave children unattended in the vicinity of the light fixtures and do not allow them to play with electrical devices

Never allow the fixture to come into contact with open flames or external heat sources, or UV rays.

The products need special treatment of recycling after service time.


